

REQUEST FOR PROPOSAL
SPECIFICATION OF WORKS
[bookmark: Number]Procurement No:	RFP-23-w001-23


[bookmark: _Toc419729571][bookmark: _Toc11156577]Specification
[bookmark: _Toc293504682][bookmark: _Toc419729572][bookmark: _Toc292659306]Background
[bookmark: _GoBack]As business expand and customer bases grow, there arises a pressing need to scale operations to effectively serve the increasing number of customers. The demand for product, services and support can quickly outpace the capacity of an office’s existing staff resulting in longer wait times, decreased customer satisfaction, and missed opportunities. Recognizing this challenge, organisation have turned to innovate solutions, such as customer-to-staff extension, to optimise their customer service operations. This extension leverages advanced automation and intelligent routing algorithms to streamline customer interactions, efficiently matching them with the most suitable staff members based on expertise, availability, and workload. By seamlessly connecting customers with the right resources, the customer with-staff extension enhances responsiveness, reduces wait times, and improves overall customer experiences. The transformative tools has empowered business across various sectors to meet the demands of their expanding customer base while maintaining high level of service quality and customer satisfaction. 
[bookmark: _Toc312171709]Requirements
[bookmark: _Toc419729577]All supporting documentation must be in English. Shipping Companies are required to submit the following supporting documents. Failure to provide will result in rejecting the tender
1. Certified Business Registration from MTCIC
1. Valid business license from TUC or BTC
1. Tax clearance letter from Tax office
1. The signed form of certificate for compliance form
1. A complete technical proposal in response to the specifications required
1. A complete financial proposal with a clear complete costing
Related services
[bookmark: _Toc419729578]Services required include the trades in carpentry, plumbing, electrical and painting from qualified personnel. 
Project Time & Final Deliver
Description of the Works
Here, list all items to be Tendered
(This part may be replaced by a Procuring Entity or proprietary Contractor description)

	Pos.
	Description
	Delivery Time (to be Tendered)
	Price (to be Tendered)
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Date : 13.03.23

Ref

Quantity Unit Markup

1

2

1. each

3

4

2.43 m3

5

6

1. each

7

8

27.39 m2

9

10

58.79 m2

11

36.09 m2

12

13

0.34 m3

14

0.34 m3

15

16

1.43 m3

17

18

36.09 m2

19

36.09 m2

20

Trade Breakup for Library extenstion

BOQ for Library Extension for MOE



Contractor Name

Description Rate Total

Preliminaries           



Allow for access to the site



Demolition              



Remove 200mm thick reinforced concrete



Doors and Windows



Remove alum louver frame complete with 

fittings and glass blade (10-12 louvers)



Openings



Form opening through 200mm thick 

blockwork wall and insert new lintel and make 

good around disturb surfaces



Excavation and earthworks



Clear site to suit building footprint and allow 

to offset 1m for both directions for timber 

profiles



Strip site average 100mm deep to remove 

topsoil and spread and level on site



Footing



Excavate for column pad 0-1.5m commencing 

from strip level



Excavate for edge thickening commencing 

from strip level



Backfilling



Return fill and ram selected material around 

footing



Filling



Hardcore imported and laid on site 150mm 

thick



Sand bed 50mm thick imported and laid to 

receive concrete



Concrete works
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21

1.77 m3

22

0.09 m3

23

3.48 m3

24

4. each

25

26

27

28

29

30

31

32

25.35 m

33

34

35

34.88 m2

36

37

38

39

40

41

4.84 m

42

4.65 m

43

44

36.09 m2

45

46

47

48

4. each

49

4. each

300x300mm Raft footing [Length: 20]



Isolated column base



100mm thick slab



12mm diameter H.D bolt with nut and 

washers bolting to concrete (125mm long)



Formworks



Preambles



Unless otherwise stated formwork shall be 

measured in square metres with their given 

nature of formwrok type of finish level



1. Formwork specified to be left in place shall 

be measured seperately



2 Formwork to soffit of beams or slab shall be 

measured seperately



3. Rates for formwork shall be inclusive of 

labour, material and other associated 

components, formwork reducing agent etc, 

for the full execution of the works



Apply formwork to the following



Formwork but to edge of concrete slab over 

100mm not exceeding 200mm



Damp proof sheeting



Preambles:



Approved 0.25mm DMP membrane sheeting 

or similar laid and lapped at 300mm wide and 

jointed with tape



Reinforcing steel



Preambles:



Rates given for reinforcing steel shall be 

inclusive of all necessary labour, Material for 

all the full execution of trade, parallel laps, 

offset laps for bigger diameter rods, corner 

laps, ties, and the like. All running laps are 

calculated on a 6m length bar



BAR REINFORCING



Strip footing/ Edge beam



Ditto 12mm diameter reinforcing bar in 

footing 



Ditto 6mm diameter ties at 600mm c-c



MESH REINFORCING



Approved steel fabric reinforcement in slap 

lapped at 300mm wide



Metal work



Preambles



Unless otherwise stated the tables used for 

calculating the mass of members shall be 

stated



allow sum for U bracket  cast in concrete 



12mm diameter galvanised bolts complete 

with nut and 2 washers, cast in concrete beam 

to holding down bolts.
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50

51

52

17.17 m

53

54

m

55

29.2 m

56

57

18.37 m

58

59

59.44 m

60

61

9.74 m

62

63

2. each

64

65

4. each

66

2. each

67

68

35.81 m2

69

8.54 m

70

8.54 m

71

1. each

72

2.5 m

73

2. each

74

2. each

75

76

1.66 m2

77

78

0.13

79

80

81

0.05

82

83

84

85

Carpentry



Beam/Bearer



150x50mm timber beam bolted to post.



Stud



75x50mm (M.G) 



100x50mm  (M.G) 



Rafter



100x50mm 



Purlin



75x50mm



Fascia board



200x20mm



Joinery



2040x800x40mm External solid core door.



Hardware



100mm butt brass hinges with screws.



Plain mortice lock complete with handles and 

keys.



Roofing



Approved  color bond corrugated roof 

zincalume or similar fix at the height of 2-3m 

from ground floor



Alum. roof flashing.



Alum valley gutter



Outlet to gutter 100mm diameter.



100mm diameter Pvc downpipe including 

clips fixed to wall



100mm diameter bend



100mm diameter tee



Glazing



0-6mm perspex glazing to opening timber 

frame with 20x20mm glazing bead C on both 

side per 0.8m2



Add 12.5% Vat for Materials only



12.5%



Add Contractor's Margin

5% withholding tax (for labour and others)



5%
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Subtotal



Total Bid 


